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valnik 10t AVG 10t 6,30/1,80/3,53

Price is negotiable

Po-P4 8:00 - 16:30 Call
377 828 103
Vybava a dopliky Detailed description
CONDITION of a trailer: new znatkové SRN népravy vzduchem Univerzalni hydraulicky sklopny prepravnik pro bagry,
Total weight: 10900 kg brzdéné s ABS, hydraulicky smykové nakladace, stavebni mechanizaci, znackovaci
Standby weight: ** 3150 kg sklopna zadni najezdné Celo + stroje, zdvihaci plosiny, vysokozdvizné voziky aj.

hydraulicky sklopna korba, vySkové  Zvedani loZné plochy pomoci hydraulickych vélct,
stavitelna predni podpéra, plachta pohon pomoci hydraulické pumpy. Nizka lozna plocha

Payload: 7750 kg v¢. konstrukee, lozna vySka mezi koly privésu. Zaruka a STK 12 mésict. Pro
The length of load area: 6300 mm 3530mm, kotvici tfrmeny podlaze podnikatelské subjekty lze piivés profinancovat s
The width of load area: 1800 mm 12ks, kola 17,5", nosny zebrinovy  akontaci od 20%.

ram zinkovany vhodny pro prevoz
strojl, vzduchové pérovani s

Max. Permitted speed: 90 km/h moznosti zvedani a spousténi lozné
Driving licence class E: Ineed plochy, ocelové zarové zinkované
* bocnice 400mm, podlaha
Braking: Braked voduvzdorna preklizka 27mm,
spojeni pro oko horni zéveés pr.
50mm,
Amount of Axles: 2 axles
The year of operation: 2025
Wheels location: wheels next
Tilting: yes
Tires: 17.5"
steel with
Material of sidewalls:  surface
treatment

The inner height of the 3530 mm
loading area:

with
tarpaulin

* it depends on the towing vehicle (set
up to 3.5t) ** These weights are
approximate only and may vary
according to the additional equipment.

Tarpaulin:

Kontaktni informace

Repné 36, 321 02 Plzen, kancelar: +420 608 861 470, dily: +420 774 004 618, +420 775 606 022, tel: +420 377 828 103, fax: +420
377 829 096, Email: info@autovia.cz



